
Sl.no. Description Rate           Unit  Amount                         

1
Earth work excavation for foundation and trenches in all kind of  soil upto   

required depth   incl. refilling the sides of foundation with selected 

excavated earth, watering, ramming and consolidation etc. complete.
a 35.00 M3 up to 1.50m 1M3

b 5.00 M3 1.50m to 3.00m 1M3

2 1.00 M3

Earth work for large open area excavation in all kinds of  soil (average 

depth of 300mm) including side cutting, sectioning and levelling  around 

the building wherever necessary so as to maintain the same level etc. 

complete

1M3

3

Earthwork excavation  by mechanical means (Hydraulic excavator) 

/manual means for Foundation PIT and trenches in Hard rock (blasting 

prohibited) upto a required depth including watering, ramming & 

consolidation etc., as per IS specification.
a 1.00 M3 up to 1.50m 1M3

b 1.00 M3 1.50m to 3.00m 1M3

c 1.00 M3 3.00m to 4.50m 1M3

4 10.00 M3

Labour charges for filling excavated earth for foundation and basement in 

layers of required thick including watering, ramming and consolidation 

etc. complete.

1M3

5 65.00 M3

Supplying and filling of M.sand for foundation and basement in layers of 

required  thick including watering, ramming and consolidation etc. 

complete.

1M3

6 63.00 M3

Supplying and filling of quarry dust for foundation and basement in layers 

of 200mm thick including watering, ramming and consolidation etc. 

complete.

1M3

7 15.00 M3

Plain cement concrete 1:2:4  using 20mm size HBG machine broken jelly, 

coarse river sand including cost of all materials, mixing in mixer machine, 

laying, consolidation, self finishing and curing etc. complete under 

foundation/bed block

1M3

8

Plain Cement concrete 1:4:8 using  40mm size HBG machine broken 

jelly,coarse sand including mixing in mixer machine, laying, consolidation 

and curing etc. complete
a 27.00 M3 For foundation and flooring 1M3

9

Supplying, fixing and removing of 12mm thick plywood centering and 

shuttering to correct line and levels fully leak proof to avoid leakage of 

cement slurry including strutting etc. complete 
a 80.00 M2 Footing 1M2

b 15.00 M2 Plinth beam 1M2

10

Reinforced cement concrete M20 of nominal volumetric mix of 

1:1.66:3.33 using 20mm down graded HBG machine  broken jelly  free 

from flakes  and fine aggregate of coarse well graded  sand free of silt  

and other impurities incl. mixing  in mixer  machine, laying, consolidation  

using vibrator, cost of all materials, curing etc.  complete but excl. cost of 

steel reinforcement and form work upto Floor V level
a 1.00 M3 Footing 1M3

b 3.00 M3 Plinth beam 1M3

11 500.00 Kgs Supplying fabricating,placing and tying in position of steel reinforcement 

including cost of 18 gauge MS binding wire etc.complete for all RCC works 

1Kg

12

Brick wall in Cement-mortar 1:6,230mm and above thick using non-metric 

bricks of size  230x115x75mm  (chamber burnt) including cost all 

materials and curing etc.., complete. 
a 4.00 M3 Foundation and basement.                 1M3

b 6.00 M3 super structure up to floor v level 1M3
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13 22.00 M2
Plastering with CM 1:3, 20mm thick mixed with approved quality water 

proof compound 2%  by weight of cement used for damp proof course 

including cost of all materials, finishing and  curing etc. complete.

1M2

14 90.00 M2

Plastering with CM 1:5, 20mm thick  over external  surface of new 

Brick/ACC walls including providing grooves as required, cost of all 

materials and curing etc. complete  in all floors at all heights.

1M2

15 10.00 M2

Base Plastering with CM 1:5, 20mm thick  over chipped  surface of 

existing  brick walls including cost  of all materials and curing etc. 

complete  in all floors.

1M2

16 31.00 M2

Grano floor finishing with CC 1:1.5:3 using sand and 3mm to 8mm size 

HBG machine broken chips including cost of all materials, laying, 

consolidation, thread lining if necessary, neat finishing and curing etc. 

complete. 40mm average thick.

1M2

17 125.00 M2

Painting two coats with exterior acrylic emulsion paint of approved make 

and colour over new walls and ceiling with one coat of exterior water 

based primer incl, cleaning the surfaces, cost of all materials, brush and 

scaffolding etc complete.

1M2

18 1200.00 Kgs

Supplying, fabrication and erection of roof  truss & purlin using of    MS 

pipe 'B' class Apollo/equivalent charges including of labours, materials 

,one coat primer & 2 coat of enamel paint  as per instruction of engineer 

in charge, complete.

1Kg

19 15.00 M

Supplying and fixing in position of plain end Ridge (500-600mm) match 

with Roof profiled Sheet pre -painted galvalume steel sheet zinc coating 

0.50mm thick of approved make and colour, with proper over laps, 

including cost of all materials, fixing with accessories, finishing in all 

respects etc., Complete.

1RM

20 40.00 M2

Providing and fixing precoated galvalume iron profile sheets (size, shape 

and pitch of corrugation as approved by Engineer-in-charge) 0.50 mm (+ 

0.05 %) total coated thickness with zinc coating 120 grams per sqm as per 

IS: 277, in 240 mpa steel grade, 5-7 microns epoxy primer on both side of 

the sheet and polyester top coat 15-18 microns. Sheet should have 

protective guard film of 25 microns minimum to avoid scratches during 

transportation and should be supplied in single length upto metre or as 

desired by Engineer-in-charge. The sheet shall be fixed using self drilling 

/self tapping screws of size (5.5x 55 mm) with EPDM seal, complete upto 

any pitch in horizontal/ vertical or curved surfaces, excluding the cost of 

purlins, rafters and trusses and including cutting to size and shape 

wherever required. 

1M2

21

Supplying and fixing in position of following sizes of pvc rain water 

gutter 4Kgs/CM2 arrangements including cost of all materials, necessary 

supporting arrangements using 40x6mm M.S. flat which is to be bent to 

required shape and welded with truss ends &painting 2 coats of 1st quality 

of synthetic enamel paint over one coat of Zinc chromate  primer, etc.., 

complete 

a 22.00 M 160mm dia half round PVC pipe 1RM

22 5.00 Lorry loads

Transporting the debris by lorry from CMC Ruhsa campus to outside of 

the campus including loading and unloading charges etc. 

complete.(capacity 5.5M3/load).

1   

Lorry 

loads
Sub Total


